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SLEEVE INSERTS INSIDE OEM OR 
SPHERICAL BUSH.

(NOT REQUIRED FOR GKTECH 
SUPER LOCK FLCA)

SPACERS CAN BE INSTALLED 
ABOVE OR BELOW THE BUSH 
TO TUNE ANTI-DIVE.
(SEE TABLE C)

10MM SPACER

5MM SPACER

5MM SPACER

TO CONVERT THE OEM STUD TO A 
BOLT, USE THE HEX TO UNDO AND 
REMOVE THE STUD. 

OEM BOLT TORQUE:
110Nm (81.1ft-lb)

WHEN USING WITH OEM BUSHES, PREMATURE 
WEARING MAY OCCUR. SPHERICAL BEARING 
UPGRADES ARE RECOMMENDED.
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MIN ADJUSTMENT: (OEM)
20MM SPACERS BELOW BUSH
ANTI-DIVE: 1.3%
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DIAGRAM B

MAX ADJUSTMENT: (20MM LOWER)
20MM SPACERS ABOVE BUSH
ANTI-DIVE: 26.6%

TABLE C

ITEM NO. DESCRIPTION: QTY:
1 20mm OFFSET MOUNT PLATE 2
2 M14 TO 19mm SLEEVE 2
3 M14 5mm SPACER 4
4 M14 10mm SPACER 2

5 ISO 8765, DIN 960, CLASS 8.8 
STEEL HEX HEAD SCREW 2

6 DIN 6916, M14 WASHER 2

POSITION: ANTI-DIVE:
OEM 1.3%

5MM LOWERED 7.6%
10MM LOWERED 13.9%
15MM LOWERED 20.3%
20MM LOWERED 26.6%
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